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Light Weight and High Rigidity –
SIMONA®PE FOAM/SIMONA®PP FOAM 

SIMONA®PE FOAM 

SIMONA® PE FOAM combines 

excellent processing properties 

with the benefits of high surface 

quality and low water absorp - 

tion. With SIMONA® PE FOAM it  

is possible to replace many appl i-

cations that use plywood and 

MDF (medium density fibreboard). 

Compared to the latter wood-

based materials, PE FOAM is 

much more durable, especially in 

applications exposed to moist/

wet conditions. 

SIMONA® PE FOAM features UV 

stabilisation as standard and  

has a scratch-resistant embossed 

surface.

Featuring a closed-cell foamed 

core and coextruded outer  

layers, the new sheets SIMONA® 

PE FOAM and SIMONA® PP 

FOAM provide an outstanding 

combination of light weight and 

high rigidity. 

Excellent properties

 Very easy to process

 Excellent surface quality

 High flexural strength

 Corrosion-free

 Easy to clean

 UV-resistant (PE FOAM)

 Printable after pretreatment

SIMONA®PP FOAM

SIMONA® PP FOAM sheets have 

smooth, compact surfaces and 

offer maximum rigidity. Owing to 

these properties, together with 

good chemical resistance, excel-

lent fabrication capability and 

low water absorption, SIMONA® 

PP FOAM is ideal for linings, 

encasements and, in apparatus 

construction, for applications with 

non-critical chemical and mechan-

ical stresses.



Fields of Application and Properties
SIMONA®PE FOAM/SIMONA®PP FOAM 

Fields of application

SIMONA®PE FOAM

 Boatbuilding (partitions, 

bulkheads, control desks, etc.)

 Banner material

 Toilet containers, toilet walls 

and toilet doors

 Partitions in agriculture and 

livestock farming

Fields of application

SIMONA®PP FOAM

 Apparatus components 

 Encasements

 Tank covers

 Transport containers

 Small sewage treatment 

plants

 Packaging systems

 Insulation components

 Reusable containers

 Linings

Excellent fabrication capability

Owing to their low inherent 

stresses and strains, SIMONA® 

PE FOAM/SIMONA® PP FOAM 

sheets are ideal for processing 

in many different ways and are 

easy to clean. 

Fabrication processes

 Welding

 Thermoforming

 Hot bending

 Cutting

 Drilling

 Milling

 Sawing

 Water-jet cutting

 Die cutting

 Printing after pretreatment

 Cut edges can be sealed 

with edge strips

UV stability

SIMONA® PE FOAM is UV-stabilised 

and suitable for outdoor use.

Light weight, low density and 

high rigidity

Density comparison in g/cm3

PE 100  PE FOAM

0.955

0.700

PP-DWU  PP FOAM

0.915

0.650

The chart illustrates the differ-

ence in densities of compact  

PE and PP compared to SIMONA® 

PE FOAM and SIMONA® PP FOAM.
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Upon publication of this document all previous editions shall become void. For relevant changes within this edition, please refer to our company website at www.simona.de. 
All information furnished herein reflects our scope of knowledge at the point of publication (errors and omissions excepted).

PRODUCTION SITES

Plant I/II
Teichweg 16
D-55606 Kirn
Germany
Phone +49 (0) 67 52 14-0
Fax  +49 (0) 67 52 14-211

Plant III
Gewerbestraße 1–2
D-77975 Ringsheim
Germany
Phone +49 (0) 78 22 436-0
Fax  +49 (0) 78 22 436-124

SIMONA Plast-Technik s.r.o.
U Autodílen 23
CZ-43603 Litvínov-Chudeřín
Czech Republic

SIMONA ENGINEERING PLASTICS 
(Guangdong) Co. Ltd.
No. 368 Jinou Road
High & New Technology Industrial 
Development Zone
Jiangmen, Guangdong
China 529000

SIMONA AMERICA Inc.
64 N. Conahan Drive
Hazleton, PA 18201
USA

SALES OFFICES
 
SIMONA S.A.S. FRANCE
Z.I. 1, rue du Plant Loger
F -95335 Domont Cedex
Phone +33 (0) 1 39 35 4949
Fax +33 (0) 1 39 910558
mail@simona-fr.com
www.simona-fr.com

SIMONA UK LIMITED
Telford Drive
Brookmead Industrial Park
GB-Stafford ST16 3ST
Phone +44 (0) 1785 22 2444
Fax +44 (0) 1785 22 20 80
mail@simona-uk.com
www.simona-uk.com

SIMONA AG SCHWEIZ
Industriezone
Bäumlimattstraße 16
CH-4313 Möhlin
Phone +41 (0) 61 8 55 9070
Fax +41 (0) 61 8 55 9075
mail@simona-ch.com
www.simona-ch.com

SIMONA S.r.l. ITALIA
Via Padana Superiore 19/B
I -20090 Vimodrone (MI)
Phone +39 02 25 08 51
Fax +39 02 25 08 520
mail@simona-it.com
www.simona-it.com

SIMONA IBERICA 
SEMIELABORADOS S.L.
Doctor Josep Castells, 26–30
Polígono Industrial Fonollar
E-08830 Sant Boi de Llobregat 
Phone +34 93 635 4103
Fax +34 93 630 88 90
mail@simona-es.com
www.simona-es.com

SIMONA-PLASTICS CZ, s.r.o.
Zděbradská ul. 70
CZ-25101 Říčany -Jažlovice
Phone +420 323 63 78 3-7/-8/-9
Fax +420 323 63 78 48
mail@simona-cz.com 
www.simona-cz.com

SIMONA POLSKA Sp. z o.o.
ul. H. Kamiénskiego 201–219
PL-51-126 Wrocław
Phone +48 (0) 71 3 52 80 20
Fax +48 (0) 71 3 52 81 40
biuro@simona.pl 
www.simona-pl.com

OOO “SIMONA RUS”
Prospekt Andropova, 18, Bl. 6
115432 Moscow
Russian Federation
Phone  +7  (499) 683 00 41
Fax  +7  (499) 683 00 42
mail@simona-ru.com
www.simona-ru.com

SIMONA AG

Teichweg 16
D-55606 Kirn
Germany
Phone +49 (0) 67 52 14-0
Fax +49 (0) 67 52 14-211
mail@simona.de
www.simona.de

SIMONA FAR EAST LIMITED
Room 501, 5/F
CCT Telecom Building
11 Wo Shing Street
Fo Tan
Hongkong
Phone +852 29 47 01 93
Fax +852 29 47 01 98
sales@simona.com.hk

SIMONA ENGINEERING PLASTICS 
TRADING (Shanghai) Co. Ltd.
Room C, 19/F, Block A
Jia Fa Mansion
129 Da Tian Road, Jing An District
Shanghai
China 200041
Phone +86 21 6267 0881
Fax +86 21 6267 0885
shanghai@simona.com.cn

SIMONA AMERICA Inc.
64 N. Conahan Drive
Hazleton, PA 18201
USA
Phone +1 866 501 2992
Fax +1 800 522 4857
mail@simona-america.com
www.simona-america.com

Material specifications

SIMONA®PE FOAM SIMONA®PP FOAM

Density, g/cm3, DIN EN ISO 1183 0.700 0.650

Tensile modulus of elasticity, MPa, 
DIN EN ISO 527

700 1100

Shore hardness, D, DIN EN ISO 868 61 71

Fire behaviour, DIN 4102 normal flammability normal flammability 

Temperature range, °C – 50 to + 80 0 to + 100

Range of Products and Material Specifications
SIMONA®PE FOAM/SIMONA®PP FOAM 
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Range of products

SIMONA®PE FOAM SIMONA®PP FOAM

Extruded sheets (formats/thicknesses)

2000 x 1000 mm 6, 8, 10 5, 6, 8, 10, 15, 20

2000 x 1250 mm 10 –

3000 x 1500 mm – 5, 6, 8, 10, 15, 20

Colours white grey

All dimensions in mm. Other formats, colours and intermediate thicknesses are available on request. 
Stock availability of products: Bold face = available immediately; light face = available on request


